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Lubricant Specialists Australia

Brake Fluid DOT 3

PRODUCT DATA SHEET

P: +618 62547777

Unit 2, 1110 Abernethy Road,
High Wycombe, WA 6057

ABN: 64 384 013 844

Brake Fluid DOT 3 is a heavy-duty polyglycol-based brake fluid, designed to meet the
needs of both light and heavy vehicles requiring DOT 3 fluid. It meets the
specifications for certain Toyota models and other manufacturers that call for DOT 3
brake fluid.

|deal for all disc and drum braking systems in average to high-performance vehicles

with high thermal loads, it is also suitable for hydraulic clutch systems.

However, it is not recommended for use where DOT 4 fluids are specified.

Meets the following specifications:

AS 1960-2005 Grade 1
FMVSS No. 116 DOT 3

ISO 4925 Class 3

SAE J1703

Typical Characteristics:

Properties Method Unit Value
SAE Grade J1704
Viscosity @ -40°C ASTM D445 | ¢St <1,500
Viscosity @ 100°C ASTM D445 | cSt >1.5
Viscosity Index ASTM D1287 | pH 7-11
Density @ 15°C ASTM D4502 | g/ml 1.03
Dry Boiling Point °C >230
Wet Boiling Point °C >140
Package Sizes:
- 1000L
- 200L
- 20L
- 5L
- 1L
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The information contained herein is accurate at the time of this review.
However, specifications may change over time.
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