—
G
ng

Lubricant Specialists Australia

Gear Oil 80W90

PRODUCT DATA SHEET

P: +618 62547777

Unit 2, 1110 Abernethy Road,
High Wycombe, WA 6057

ABN: 64 384 013 844

Gear Oil 80W90 is a high-pressure EP hypoid gear oil for highly stressed differentials
as well as other crown wheel and pinion gears, steering mechanisms, and distributor

drives in vehicles and industrial machinery.

Advanced chemistry allows this oil to withstand the super high load between the teeth
of hypoid gear sets commonly found in modern vehicle transmission systems.

Meets the following specifications:

- APIGL-5/MT-1
- MACK GO-G
- MIL-L-2105D
- PRF-210SE

- ZFTE-MLO5A/07A/12E/16B/17B/19B

Typical Characteristics:

Properties Method Unit Value
SAE Grade 80W90
Viscosity @ 40°C ASTM D445 | cSt 139
Viscosity @ 100°C ASTM D445 | cSt 14.3
Viscosity Index ASTM D2770 101
Density @ 15°C ASTM D4502 | g/ml 0.884
Flash Point ASTM D92 °C 210
Pour Point ASTM D97 °C -27

Package Sizes:

- 1000L

- 200L

- 20L

- 5L

- 1L
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The information contained herein is accurate at the time of this review.
However, specifications may change over time.
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