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Chain Bar 200 
 

Chain Bar 200 is a specially formulated tacky lubricant designed to provide maximum 

protection for all petrol and electric chainsaw chains, bars, and sprockets. It combines 

selected base oils with cling additives to create a barrier against wear, rust, corrosion, 

and moisture, ensuring maximum service life.  

The tacky nature of this oil prevents it from being flung off chains and helps maintain 

chain sharpness by flushing away wood chips, sap, and dust. 

Chain Bar 200 is particularly suitable for units operating with diaphragm pumps. Its 

advanced formulation ensures that working parts and surfaces are well-lubricated, 

providing a plating effect that enhances the longevity and efficiency of chainsaw 

components.  

By preventing the lubricant from being flung off, it maintains consistent protection and 

performance, even under demanding conditions. 

 

Typical Characteristics: 

Properties Method Unit Value 

Viscosity @ 40ºC ASTM D445 cSt 200 

Viscosity @ 100ºC ASTM D445 cSt 18.3 

Viscosity Index ASTM D2770  100 

Density @ 15ºC ASTM D4502 g/ml 0.88 

Flash Point ASTM D92 ºC 270 

Pour Point ASTM D97 ºC -15 

 

Package Sizes: 

- 1000L 

- 200L 

- 20L 

- 5L 


